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GC Gulf Cables & Electrical Industries Group Co. K.S.C.P

INTRODUCTION

Gulf Cables & Electrical Industries Group Co. K.S.C.P (GC) is the only domestic manufacturer and exporter of power
cables, control cables, telecommunication cables and overhead conductors in Kuwait. We were established
in March 1975 and have been listed on the Kuwait Stock Exchange since 1984. Our manufacturing operations
commenced in 1979.

We embarked upon a massive restoration of our plant & it's facilities during the early 90's when state-of-the-art
machinery and testing equipment were acquired. Thereafter, new machines are recurrently being introduced to
enhance our production capacity and product range. The new machines and equipment have numerous built-in
functions and features assuring precision and consistency of the highest standard.

On a regular basis, we develop new products and enhance our existing ones. At Gulf Cable we pay utmost attention
to product quality, and to ensure this, we have adapted a comprehensive Quality Assurance System that complies
with international standards.

Quality has always been our top priority and meeting customer's expectations has been our prime objective. The
very basis on which we have earned the confidence of our clientele.

At Gulf Cable we follow stringent quality standards which go beyond stipulatations of international specifications,
rendering long term performance and reliability to our products during their service life.

At Gulf Cable we always aim for the best. When most of the cable manufacturers in the region settled for ISO:

9002, we stand out with ISO 9001, which recognizes our ability for Design and Development as well. We are also
acknowledged by the Kuwait Quality Mark issued by the Ministry of Commerce and Industries.

www.gulfcable.com



Gulf Cables & Electrical Industries Group Co. K.S.C.P GC

PRODUCT RANGE

We at Gulf Cable always aim for the best. While most of the Cable Manufacturers in Gulf and Middle East region settled for
ISO 9002, we stand out with I1SO 9001 which recognizes our ability for Design & Development as well.

As a philosophy, our commitment to customers does not end with a sale. We also offer a host of related services before and
after the sale. These include,

e Application engineering service for selection of appropriate product best suiting the end use.

¢ An extensive range of cables, single core wires, flexible cords bare & insulated conductors manufactured to stringent Quality
Standards going beyond international specifications.

¢ Design and Development of products tailored to meet specific requirements of the application.

To help the customers understand the product intricacies and its performance levels.

THE FOLLOWING LIST TABULATES ONLY THE "STANDARD" PRODUCTS. FOR ANY PRODUCT NOT LISTED BELOW, PLEASE DO NOT
HESITATE TO CONTACT OUR SALES & MARKETTING DIVISION. WE SHALL BE TOO PLEASED TO MEET YOUR SPECIFIC REQUIREMENTS.

PRODUCT STANDARD
Telephone & communication cables

e PE insulated, star quaded, fully colour coded telephone cables of armoured,

unarmoured or self supporting type MOC standards
e PVCinsulated internal telephone cables MOC standards
e Coaxial and data transmission cables Gulf Cables / Customer Standards
¢ Irrigation Cable UL 493

General Note:

e The tabulations on subsequent pages furnish overall dimensions, weight, drum dimensions etc.. Please note that these are "Approximate" values
and subject to manufacturing tolerance. We reserve the right to change the data because of product development and / or changes in standard
without notice.

e Although Gulf Cables has made every reasonable effort to ensure its accuracy, the information contained herein is subject to error of omission and
to change without notice. In no event will Gulf Cable be liable for any damages whatsoever, arising in connection with the information described.

www.gulfcable.com



GC Gulf Cables & Electrical Industries Group Co. K.S.C.P

OQuality & Integrated Management System

Quality has always been our top priority and to meet customer's

expectation has been our prim objective; the very basis on which we

earned the confidence of our clientele. It is this concern and

commitment, rather than just sell of product, has given us a distinct image ‘

and competitive advantage. ..

I1ISO 9001

Since 1997, we have Quality Assurance System to IS0:9001. The System

UKAS

MANAGEMENT
SYSTEMS

0004

CERTIFICATE No.: CS1-212

has been certified by TUV-Nord, as well as BASEC. The salient features of
this system include:
- Well defined and documented system comprising of System manual,

Operating procedures, work instructions, Quality Assurance plans,

Material specifications, work specifications, traceability system, Design T4VNORD ‘\“

guidelines.

- Sound vender development and approval system

- Systematic scrutiny of customer requirements and internal
communication to integrate the same into product

- Thorough incoming material inspection

- Round the clock process checks at defined points and frequencies

- 100% testing before any product leaves our premises

- Well established customer interface

Our Jordan Plant management system is certified according to requirements
of ISO 9001:2015 by SGS.

OEnvironmental Management System

We at GC recognize that Environmental Issues have become critical
challenge globally. We are committed to contributing towards "Leaving a
beautiful planet as a legacy to future generations".

For achieving this, we believe that we need to work in harmony with the
nature; recognize the environmental impact related to our business
activities & products and undertake protection of environment through

technologically and economically feasible goals within our scope.

To pursue this in year 2007, we have implemented Environmental Management
System satisfying requirements of 1S0:14001. The System has been certified
by TUV-Nord.

TUV Middle East
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Gulf Cables & Electrical Industries Group Co. K.S.C.P Gc

We at GC recognize that way to greater sustainability is through better Health
measures for employees and better Safety measures for protecting men,
machines, materials and environment.

TUVNORD

For achieving this, we believe that we need to provide a healthy andsafe working TOV Middle East

habitat at our facility and take adequate steps to prevent accidents and injury

arising from the course of our activities, by minimizing, so far as is reasonably

practicable, the causes of hazards inherent in the working environment.

To pursue this in year 2007, we have implemented Occupational Health & Safety
Management System satisfying requirements of OHSAS:18001 and continue to
meet the upgraded standard ISO 45001. The System has been certised by
TUV-Nord.

In order to more effectively and efficiently deliver our organizations objectives,
from managing employees needs to monitoring risks and hazards, from reducing
inefficiencies and maximizing resources, an Integrated Management System

(IMS) approach have been adopted.

Our integrated Management system includes all three I[SO Standards
requirements of ISO 9001, ISO 14001 & ISO 45001. Established IMS policy is made

aware to employees at all levels within GC and available to the interested

parties/stake holders in GC website.

www.gulfcable.com E




GC Gulf Cables & Electrical Industries Group Co. K.S.C.P

IRRIGATION CABLE
IN LINE WITH UL SPECIFICATION NO 493 - 1995

Suitable for direct burial applications like irrigation systems, commercial sprinklers etc.

Conductor: Circular Solid / Stranded Annealed Copper

Insulation: HR PVC type 5 (Equivalent to UL 493 600 V grade)

Tested for AC spark test, Insulation Resistance and Flammability as per IEC 60332-1

Insulation Colours to choose from: Green/Yellow, Green, White, Natural Grey, Red, Black or any other colour as required.
Identification: IRRIGATION CABLE xx AWG UF 600 V GULF CABLE KUWAIT

(where xx indicates conductor size)

Packing: Available in Spools / Shrink Wrap coils as required in mutually agreed lengths.

Nominal Nominal Overall Net Weight DC Resistance at
Conductor Insulation Diameter (Approx) 20deg C
Cross Section Thickness (Approx) (Maximum)
AWG mm mm Kg/km Ohm/km
14 1.6 5.0 45 8.45
12 1.6 5.5 60 5.33
10 1.6 6.0 83 3.25

Note: For any conductor cross section other than listed above, you are welcome to contact our Marketing Department.
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Gulf Cables & Electrical Industries Group Co. K.S.C.P

COAXIAL CABLES FOR T.V / SATELLITE ANTENNA Etc.
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GULF CABLE CA1-001 CA2-001 CA2-005 CA2-006
REF. TYPE SAT - 100
Inner Conductor Type and Solid Plain Copper Solid Plain Copper Solid Plain Copper Solid Plain Copper
Dia. Over (mm) 0.4 0.65 0.955 1.03
Dielectric Type and Solid PE Solid PE Air-Spaced PE Air-Spaced PE
Dia. Over (mm) 2.6 3.8 4.65 4.65
ScreenType and Plain Cu Wire Braid Plain Cu Wire Braid Poly-AL Tape+ Poly-AL Tape+
Dia. Over (mm) 3.0 42 Plain Cu Wire Braid Tinned Cu Wire Braid
5.1 513
Jacket Type and PVC PVC PVC PVC
Dia. Over(mm) 5.0 6.4 741 7.0
Colour of Jacket White White Black White
Characteristic Inpedance 75 Ohm 75 Ohm 75 Ohm 75 Ohm
+3 +3 +3 +3
D.C. Resistance of Inner Conductor 145 57.0 25.5 215
Ohm/Km. at 20°C
Nominal Capacitance 70 73 56 55
nF/Km
Screen Coverage 95% 100% 100%
80 MHz dB /100 M 13.5 8.8 5.7 53
A
T 100 MHz dB / 100M 15.1 9.9 6.4 6.0
E 120 MHz dB / 100M 16.6 10.9 7.0 6.6
N 200 MHz dB / 100M 21.6 14.2 9.2 8.6
V]
A 400 MHz dB / 100M 30.9 20.5 13.3 125
T 600 MHz dB / 100M 38.2 25.4 16.6 15.6
0 800 MHz dB / 100M 445 29.7 195 18.3
N
1000 MHz dB / 100M 50.2 33.6 221 20.8
Standard Packing Length (M) 100 100 100 100
Weight Per Coil (Kg) 3.2 45 47 4.7
Equivalent Spec. / Type 2.5C -2V 45C-2V RG6/U SAT-100

www.gulfcable.com




GC Gulf Cables & Electrical Industries Group Co. K.S.C.P

DATA TRANSMISSION CABLE

24 AWG - 4 PAIR UNSHIELDED TWISTED PAIR (UTP-CAT-5) (ENHANCED)

e
TYPE OF CABLE *UTP
Conductor Size Solid Plain Copper
24 AWG
Type of Insulation Polypropylene
Thickness of Insulation (mm) 0.21
Type of Shield N.A.
Type of Jacket PVC - Grey (Type - 9)
Thickness of Jacket (mm) 0.6
Overall Diameter (mm) 53
Conductor Resistance 93.8
Max.Ohm / Km at 20°C
Mutual Capacitance Max. 56nF/100 M
Capacitance Unbalance Max. 330 pF /100 M
Characteristic Impedance 100 = 15
Ohms
Attenuation Max. at 100 MHz 22dB/100 M
Cross Talk Min. at 100 MHz 32dB/100M

Core ldentification

White / Blue, Blue
White / Orange, Orange
White / Green, Green
White / Brown, Brown

* Tested at ETL Laboratory for Frequency upto 350 Mhz, which exceeds the requirements of TIA / EIA - 568 A
Above Cables with FIRE RETARDENT or LOW SMOKE ZERO HALOGEN Jacket available on request.

www.gulfcable.com
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Gulf Cables & Electrical Industries Group Co. K.S.C.P

PE INSULATED AND PE SHEATHED

TELEPHONE CABLES

(CCP-LAP)
Size No. Insulation Nominal CCP-LAP Standard CCP-LAP
of of Thickness Dia. Over Packing
Conductor Pairs Insulation - Length
Nominal Max. Approx. Drum Approx.
Thickness Overall Cable Size Gross
of LAP Diameter Weight Weight
Sheath of Cable
(including)
Aluminium
Tape)
mm No. mm mm mm mm Kg/Km Metre = 5% Kg
0.4 10 0.165 0.73 1.7 1 100 1000 D-9 160
20 1.7 13 135 1000 D-10 200
30 1.7 14.5 180 1000 D-10 240
50 1.7 17 260 1000 D-11 360
100 1.7 21 445 1000 D-12 560
200 1.8 27.5 835 1000 D-16 1050
0.5 10 0.205 0.91 1.7 12 125 1000 D-9 190
20 1.7 14.5 185 1000 D-10 250
30 1.7 16 240 1000 D-11 340
50 1.7 19 365 1000 D-12 480
100 1.7 24 640 1000 D-14 790
200 1.8 32 1190 1000 D-19 1510
0.65 10 0.255 1.16 1.7 14 160 1000 D-10 220
20 1.7 16 255 1000 D-11 360
30 1.7 19 360 1000 D-12 470
50 1.7 22 550 1000 D-14 700
100 1.8 30 985 1000 D-18 1220
200 21 39 1850 500 D-16 1140
0.9 10 0.305 1.51 1.7 16 245 1000 D-11 350
20 1.7 21 420 1000 D-12 530
30 1.7 24 590 1000 D-14 740
50 1.8 29 935 1000 D-18 1170
100 2.0 37 1705 500 D-16 1060
200 2.3 52 3395 500 D22 2170

Cables conform to Ministry of Communication, Kuwait, Specification for CCP-LAP Cables.

www.gulfcable.com




GC Gulf Cables & Electrical Industries Group Co. K.S.C.P

PE INSULATED AND PE SHEATHED
TELEPHONE CABLES

(CCP- LAP-SS)

Size No. Insulation Nominal Self Supporting Type CCP-LAP-SS Standard Self Supporting Type
of of  |Thickness|  Dia. Over Packing CCP-LAP-SS
Conductor |  Pairs Insulation - Length
Nominal Approx. Self Approx. Approx. Drum Approx.
Thickness Overall Supporting Cable Cable Size Gross
of LAP Diameter Strand Height Weight Weight
Sheath of Cable
(including
Aluminium
Tape)
mm No. mm mm mm mm No./mm mm Kg/Km Metre + 5% Kg
0.4 10 0.165 0.73 1.7 1 71.6 23 280 1000 D-14 420
20 1.7 13 71.6 25 315 1000 D-14 460
30 1.7 14.5 71.6 26.5 365 1000 D-16 570
50 1.7 17 71.6 29 450 1000 D-16 660
100 1.7 21 71.6 34 625 1000 D-19 950
200 1.8 27.5 7/2.0 415 1155 1000 D-22 1620
0.5 10 0.205 0.91 1.7 12 71.6 24 295 1000 D-14 440
20 1.7 14.5 7.6 26.5 330 1000 D-16 540
30 1.7 16 7.6 28 490 1000 D-16 700
50 1.7 19 71.6 33.5 550 1000 D-19 870
100 1.7 24 7/2.0 38 930 1000 D-19 1250
200 1.8 32 7/2.0 46 1575 1000 D-22 2040
0.65 10 0.255 1.16 1.7 14 7.6 26 310 1000 D-14 460
20 1.7 16 71.6 28 420 1000 D-16 630
30 1.7 19 71.6 31 550 1000 D-19 870
50 1.7 22 712.0 36 810 1000 D-19 1130
100 1.8 30 7/2.0 45 1365 1000 D-22 1830
200 o C o o C 500 C C
0.9 10 0.305 1.51 1.7 16 7.6 28 430 1000 D-16 640
20 1.7 21 712.0 35 700 1000 D-19 1020
30 1.7 24 712.0 38 865 1000 D-19 1190
50 1.8 29 7/2.0 44 1290 1000 D-22 1760
100 S e S S S 500 S S
200 s C o o o 500 o o

Cables conform to Ministry of Communication, Kuwait, Specification for CCP -LAP-SS Cables.
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Gulf Cables & Electrical Industries Group Co. K.S.C.P GC

PE INSULATED STEEL WIRE
ARMOURED AND PE SHEATHED TELEPHONE CABLES

(CCP-LAP-A)

Size No. of Insulation Nominal Nominal Diameter of Nominal | Max. Overall |  Approx. Standard Drum Approx.
of Pairs Thickness Diameter | Thickness of | Steel Wire | Thickness | Diameter of Cable Packing Size Gross
Conductor Over LAP Sheath Armour of Cable Weight Length Weight
Insulation (including Outer Sheath
Aluminium
Tape)
mm No. mm mm mm mm mm mm Kg/Km Metre + 5% Kg
0.4 10 0.165 0.73 1.7 1.25 25 19 430 1000 D-12 540
20 1.7 1.25 25 21 540 1000 D-12 650
30 1.7 1.25 25 225 620 1000 D-14 770
50 1.7 1.6 25 26 870 1000 D-14 1020
100 1.7 1.6 25 30 1180 1000 D-18 1420
200 1.8 2.0 25 375 1960 1000 D-19 2280
0.5 10 0.205 0.91 1.7 1.25 25 20 500 1000 D-12 610
20 1.7 1.25 25 225 620 1000 D-14 770
30 1.7 1.6 25 25 860 1000 D-14 1010
50 1.7 1.6 25 28 1060 1000 D-16 1270
100 1.7 1.6 25 33 1480 1000 D-19 1800
200 1.8 2.0 25 42 2550 1000 D-22 3020
0.65 10 0.255 1.16 1.7 1.25 25 21 610 1000 D-12 720
20 1.7 1.6 25 25 880 1000 D-14 1030
30 1.7 1.6 25 28 1020 1000 D-16 1230
50 1.7 1.6 25 31 1330 1000 D-19 1650
100 1.8 2.0 25 40 2200 1000 D-22 2670
200 21 2.0 25 49 3460 500 D-19 2050
0.9 10 0.305 1.51 1.7 1.6 25 25 850 1000 D-14 1000
20 1.7 1.6 25 30 1110 1000 D-18 1350
30 1.7 1.6 25 33 1370 1000 D-19 1690
50 1.8 2.0 25 39 2090 1000 D-19 2410
100 2.0 2.0 25 47 3220 500 D-19 1930
200 2.3 25 25 62 5830 500 D-22 3380

Cables conform to Ministry of Communication, Kuwait, Specification for CCP-LAP-A Cables.
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Gulf Cables & Electrical Industries Group Co. K.S.C.P

INTERNAL NETWORK CABLES
TINNED COPPER CONDUCTOR, PVC INSULATED,

PVC SHEATHED
ATC/PVC/PVC: SIZE O.5MM SOLID

No. of Thickness Thickness Approx. Approx. Standard Approx. Core
Pairs of Insulation of Sheath Overall Cable Packing Coil Identification
Diameter Weight Length Weight
No. mm mm mm Kg/Km Yards Kg Colour
1 0.2 0.6 3.6 16 100Y Caoil 1.5 W/B
1.5 0.2 0.6 3.8 20 100Y Caoil 1.8 W/B/G
2¢ 0.2 0.6 4.0 23 100Y Caoil 2.1 B/W,Br/BI
3 0.2 0.6 5.0 32 100Y Caoil 29 W/B,WY,W/G
4 0.2 0.6 515 39 100Y Coil 3.6 Above + W/R
5 0.2 0.6 6.0 47 100Y Coil 4.3 Above + W/V
6 0.2 0.6 6.4 52 100Y Coil 4.8 Above + Br/B
7 0.2 0.6 6.8 60 100Y Coil 5.5 Above + Br/Y
8 0.2 0.6 74 67 100Y Coil 6.1 Above + Br/G
9 0.2 0.6 7.5 74 100Y Coil 6.8 Above + BriR
10 0.2 0.6 7.8 78 100Y Coil 71 Above + Br/V

* Quad Construction.

Colours. W-Whte, B-Blue, Y-Yellow, G-Green. R-Red, V-Violet, Br-Brown, BI-Black.
Colour of sheath - Grey.

Electrical Characteristics.

Max Conductor D.C Resistance at 20°C- 95.3 Ohm/Km.

Min. Insulation Resistance at 20°C - 500 M-Ohm-Km.

Max - Average mutual Capacitance - 0.077 micro farad/Km

Max. pair to pair Capacitance unbalance at 800 Hz - 300 picofarads/200 Mts.
Cables conforms generally to MOC Kuwait specification.
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Gulf Cables & Electrical Industries Group Co. K.S.C.P GC

DRUMS SIZES AND DIMENSIONS

A - Flange diameter (excluding lagging), mm
B - Barrel diameter, mm

C - Overall width, mm

D - Traverse width, mm

E - Minimum spindle hole diameter, mm

he—— [ ———

- C—
DIMENSIONS
Drum Size A B Cc

D-No D E

D-6 600 250 470 400 110
D-7 700 325 570 500 110
D-8 800 375 570 500 110
D-9 900 425 620 550 110
D-10 1000 500 690 600 110
D-11 1100 575 740 650 110
D-12 1200 675 950 850 110
D-14 1400 800 950 850 110
D-16 1600 950 970 850 110
D-18 1800 1100 1220 1100 110
D-19 1900 1100 1230 1100 110
D-20 2000 1300 1235 1100 110
D-21 2100 1150 1290 1100 110
D-22 2200 1400 1390 1250 110
D-23 2340 1200 1795 1625 110
D-24 2400 1200 1795 1625 110
D-25-S 2540 1200 1825 1625 110
D-25 2540 1400 1800 1625 110
D-26 2600 1400 1970 1800 110

Drum dimensions in actual deliveries are subject to change without notice.
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KUWAIT | JORDAN
SULAIBIYA INDUSTRIAL ZONE AREA 1, STREET NO.5 | AMMAN - MECCA ST.-AL-HUSSEINI COMPLEX NO. 152

P.0.BOX: 1196 SAFAT 13012 KUWAIT | P.O.BOX: 17938 AMMAN 11195 JORDAN
Tel: +965 24645500 - 24675244 - Fax: +965 24675305 - 24675850 | Tel: +962 65524143 - 65524144 - Fax: +962 65524145
E-mail: info@gulfcable.com - Website: www.gulfcable.com 1 E-mail: infojo@gulfcable.com - Website: www.gulfcable.com
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